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    What’s Included 
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When you choose a Mandala Home, our Design Team tailors your unique vision to 
your needs, whether you require a studio, a multilevel family dwelling, a business 
space or a housing development. The true beauty of a Mandala Home is its genius 
of construction. The offsite manufactured (OSM) home system means that wall 
panels, floor and roof components are prebuilt at our factory, and then shipped to 
you as a Home Package for onsite setup. Mandala Homes are designed to 
integrate with all foundation systems including Insulated Concrete Forms (ICF), 
slab floor, post and pier, stem wall or a full basement foundation. Mandala’s 
factory built construction uses the finest quality wood products, sourced from the 
forests of British Columbia, Canada. Materials and products are selected based on 
strength, durability, energy efficiency, non-toxicity, sustainability and beauty. 

Mandala Homes recommends you engage the services of a General 
Contractor to coordinate the setup and finishing of your Mandala Home. 
We can refer a Setup Coordinator to work in collaboration with your 
General Contractor at the site to oversee the setup of your Mandala 
Home.  

Windows 
Windows are pre-installed in the wall 
panels, clients choose from a variety 
of window options:  
-Vinyl, wood, metal clad, or fiberglass 
-Various window styles and sizes 
-Energy efficient options such as Low        
E, argon, triple glazing, etc. 
 

Doors 
Mandala Homes provides a broad 
range of exterior door choices from 
basic wood to insulated fiberglass 
door and metal doors  to exquisitely 
handcrafted custom wood doors.  

Roof 
Mandala Homes use a freestanding, 
engineered cathedral roof system,  
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W H A T S  I N C L U D E D   

Foundation 
A foundation plan is provided with each 
Mandala Home design (please note this is 
not the foundation system itself) 
 
Floors 
Mandala’s floors are constructed with joist 
systems (dim. Lumber optional) with a 3/4″ 
(19mm) T+G layer of plywood sub-floor cre-
ating a sturdy, squeak free floor. 
 
Walls 
All exterior wall panels are prebuilt with 
windows and siding installed. Standard wall 
height is 8‘ (2.44m); however, walls can be 
increased up to 16’ (4.88m) to add a greater 
sense of height or to install a second floor 
or loft. You also have a selection of exterior 
siding finishes and colors to choose from. 
 
 

 

A Mandala under Construction 

 

where no interior structural support is 
required.  The truss roof attaches to the 
walls with engineered steel connectors. 
The Mandala Kit roof includes trusses, 
hardware, plywood sheathing, precut and 
finished 1“x6” cedar tongue and groove 
ceiling and cedar trim caps ready for 
assembly. Your Mandala may be roofed 
using fiberglass laminated shingles, metal 
or tile, depending on your climate and 
building location (shingles are an optional 
component) 
 
Skylight  
A unique feature of a Mandala round 
home is the domed circular skylight in the 
center of the ceiling. Skylights are sized 
depending on the dimension of your Man-
dala and range from 4’ (1.2m) to 5 ½’ 
(1.68m) in diameter.  
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